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PIXEL TECHNOLOGIES PTY LTD PROVIDES THIS PUBLICATION “AS IS” WITHOUT WARRANTY OF ANY 

KIND, EITHER EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES 

OF NON-INFRINGEMENT, MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE.   

This information could include technical inaccuracies or typographical errors. Changes are 

periodically made to the information herein; these changes will be incorporated in new editions of 

the publication. PIXEL TECHNOLOGIES PTY LTD may make improvements and/or changes in the 

product(s) and/or the program(s) described in this publication at any time without notice.  

The products described in this document are not intended for use in implantation or other life 

support applications where malfunction may result in injury or death to persons. The information 

contained in this document does not affect or change PIXEL TECHNOLOGIES PTY LTD product 

specifications or warranties. Nothing in this document shall operate as an express or implied license 

or indemnity under the intellectual property rights of PIXEL TECHNOLOGIES PTY LTD or third parties.  

All information contained in this document was obtained in specific environments and is presented 

as an illustration. The result obtained in other operating environments may vary. 

 

 

 

 

 

 

 

 

 

Revision History 
The latest revision of the product manual can be obtained through the Pixel Technologies website 

located at www.pixeltechnologies.com.au 

The following is a list of changes made to this document: 

Revision Date Description of Changes 

2.0.2247.0 28-11-2022 Initial Release 
2.0.2406.2 09-02-2024 Firmware update 1.1.2325.10, includes: 

- Relay settings follow EN-81 Speak & Calling LEDs by default.  
- Alarm Button now emits audible beep after debounce. 
 

Table 1 - Revision History 

 

http://www.pixeltechnologies.com.au/
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Configuration 
The EM-1 can be configured locally from the onboard membrane keypad, by dialling in remotely and 

entering programming sequences using a touch tone telephone or mobile handset, or by using an SD 

card for easy System setup – see System Setup via SD Card. 

NOTE: After successfully entering a programming sequence an audible message "Sequence 

Accepted" will be played. If this message is not played back, this is an indication that the sequence 

was entered incorrectly and has not been registered into memory. 

Whilst entering a programming sequence, the unit will allow 3 seconds between each key press and 

the next. If this time lapses the sequence is reset and you will need to commence the sequence from 

the beginning. 

1. Security Auto-Answer 
The Security Auto-Answer mode allows the unit to answer an incoming call even if the auto-answer 

feature has been disabled as detailed in the Advanced System Settings. 

To enter security auto-answer mode, follow the steps below: 

1. Dial into the unit and hang up after one ring tone. 

2. The unit is now in Security Auto-Answer mode for 20 seconds. 

3. Dial into the unit during this period and it will auto-answer an incoming call. 

4. You are now ready to program the unit. 

NOTE: If a call to the unit is not made within the 20 second window, it will return to normal mode, 

and the process will need to be repeated. 

After connecting to the unit, enabling the auto-answer feature can be achieved as detailed in the 

Advanced System Settings. 

 

2. Programming PIN Code 
The correct PIN must be entered prior to any programming sequence (factory default is 123). 

To change the PIN code, enter the following sequence: 

NOTE: New PIN must be 3 digits long. 

 

# PIN # 3 NEW PIN * 
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3. Alarm Button Settings 
Alarm button contacts can be configured to perform different functions depending on the 

installation requirements. These programmable settings are defined below: 

3.1. Alarm Button Mode (A) 

The alarm button mode defines how the alarm button contacts will operate. There are four options 

to choose from as detailed below.  

3.1.1. Alternate Number Dialling 

In this mode Alarm Button 1 is used to make an alarm call, and Alarm Button 2 will enable switching 

between the two groups of numbers. When Alarm Button 2 is ‘OFF’ Alarm Button 1 will dial the first 

group of numbers. When Alarm Button 2 is ‘ON’ Alarm Button 1 will dial the second group of 

numbers. 

3.1.2. Individual Alarm Calls 

In this mode Alarm Button 1 will dial the first group of numbers whilst Alarm Button 2 will dial the 

second group of numbers. 

3.1.3. Maintenance Number Dialling 

In this mode Alarm Button 1 will dial the first group of numbers, once a call is complete it will then 

proceed to dial the second group of numbers. Alarm button 2 is disabled in this mode. 

3.1.4. Breakdown Alarm Call 

In this mode Alarm Button 1 will only dial the first group of numbers. Alarm Button 2 will dial the 

second group of numbers, when a call is answered the unit will play the Voice Identification 

Message, followed by the Breakdown message ‘failed’. 

3.2. Alarm Button Contacts (B) 

The alarm button contacts can be set to be normally open or normally closed contacts. 

3.3. Programming the Alarm Button Settings 

To program the alarm settings, enter the following complete sequence:  

# PIN 2 # 3 A B * 
 

 Setting Setting Min Max Default  

A Alarm Button 
Mode 

Alternate Number Dialling = 0 
Individual Alarms Calls = 1 
Maintenance Number Dialling = 2 
Breakdown Alarm = 3 

0 3 1 

B Alarm Button 
Contacts 

Normally Open = 0 
Normally Closed = 1 

0 1 0 

Table 2 – Alarm Button Settings 

To hear an audible playback of the alarm button settings, enter the following sequence: 

* # 3 
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4. Help Numbers 
There are multiple ways to program help numbers depending on the installation and dialling 

requirements. 

4.1. Help Number Programming Rules 

• Help numbers cannot exceed 16 digits.  

• Any ‘#’ within the telephone number will be replaced with a 3 second pause when dialling. 

This becomes a useful entry when dialling out on a PABX system, giving the system time to 

establish an external line before dialling the telephone number. 

• The unit will not dial 000 emergency services.  

(Please contact the manufacturer to enable this feature). 

4.2. Programming a Single Telephone Number 

To program the same number into all three memory locations of the first group of telephone 

numbers enter the following sequence: 

# PIN 9 # 0 TELEPHONE NUMBER * 

4.3. Programming Multiple Telephone Numbers 

Each memory location can be programmed with a different help number using the following key 

sequences: 

 GROUP 1 

LOCATION 1 # PIN # 0 TELEPHONE NUMBER * 
LOCATION 2 # PIN # 1 TELEPHONE NUMBER * 
LOCATION 3 # PIN # 2 TELEPHONE NUMBER * 

 

 GROUP 2 

LOCATION 1 # PIN 2 # 0 TELEPHONE NUMBER * 
LOCATION 2 # PIN 2 # 1 TELEPHONE NUMBER * 
LOCATION 3 # PIN 2 # 2 TELEPHONE NUMBER * 

 

To hear an audible playback of each programmed telephone number, enter the following set of 

sequences for each group: 

 

 

 GROUP 1  GROUP 2 

LOCATION 1 * 0  * # 0 
LOCATION 2 * 1  * # 1 
LOCATION 3 * 2  * # 2 
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4.4. Programming for PABX Installation  

If the EM-1 is connected to a PABX system, and to be programmed with an external help number 

(rather than an internal PABX extension), the PABX access code must be entered as part of the help 

number to access an outside line. 

In this case, to program the same number and PABX access code into all three memory locations of 

Group 1, enter the following sequence: 

          = 3 Second Pause 

# PIN 9 # 0 PABX CODE # TELEPHONE NUMBER * 
 

NOTE: Group 2 numbers will need to be entered individually, including the PABX access code and a 

‘#’ before the telephone number. 

 

4.5. Programming for HOTLINE Operation 

A HOTLINE, or pre-programmed self-dialling telephone line, is a telephone line which will 

automatically connect to a single predetermined number when the phone goes off-hook.  

This feature is set by the service provider or voice gateway and not via the EM-1.  

When connecting to a HOTLINE, the user should disable the unit from dialling a number when an 

alarm call is raised by entering the following sequence: 

# PIN 9 # 0 * 
 

NOTE: when connected to a Pixel EM-4GEx gateway configured in HOTLINE mode, the EM-1 

Continuous Tone Detection must be disabled to take advantage of this feature – see Advanced 

System Settings. 
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5. Voice Identification Message 
A pre-recorded voice message is played upon answering an emergency call. This message both 

serves to identify the calling location (e.g.: site address and lift number), and to aid those with 

communication difficulties in the event of an alarm call. The unit comes with a built-in factory 

default message which should be replaced with a custom voice message by the user. 

5.1. Recording a Voice Identification Message 

Recording a voice message can be achieved either remotely – by dialling in to the EM-1 via a 

telephone handset - or locally - using the on-board membrane keypad and microphone. 

• Ensure that there is minimal background noise when recording. 

• Speak approximately 2-6 inches from the microphone. 

Note: The maximum message length is 16 seconds. If the message is shorter than 16 seconds, press 

the '0' digit to end the recording process, otherwise the unit will play 4 audible beeps when the 16 

second time elapses. 

1. Enter the following sequence, wait for 2 audible beeps then begin recording: 

# PIN # 9 
 

2. To stop the recording process, enter '0'. 

3. Once the voice message has been recorded it can be played back at any time by entering the 

following sequence: 

* 9 
 

Note: If a voice identification message is not required, refer to Line Level Control & Relay Settings to 

disable this feature. 

5.2. Restoring the Factory Default Message 

To restore the factory default voice identification message, enter the following sequence:  

# 5 5 * 
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6. Advanced System Settings 

6.1. Dial Time (A) 

The time the unit will dial any given help number before it proceeds to the next help number. 

6.2. Talk Time (B) 

The maximum length of conversation during a call. NOTE: When on a call, either party can reset the 

talk time by pressing the ‘0’ key. 

6.3. Silence Time (C) 

The unit will end a call when there is no conversation detected for the duration of the silence time. 

6.4. Alarm Button Timer (D) 

The period the alarm button will need to be pressed and held before a call is initiated. 

6.5. Auto-Answer Ring Count (E) 

When dialling in remotely to the unit, and if the auto-answer feature has been enabled, the ring 

count will determine how many rings the unit will detect before picking up the call. 

6.6. Auto-Answer (F) 

When enabled the unit will answer an incoming call.  

6.7. Ringer Control (G) 

The audible onboard ringer played when a call is made to the unit can be enabled or disabled. 

6.8. PABX Continuous Tone Detector (H) 

Certain PABX systems send a continuous tone instead of a busy tone when a call ends; when 

enabled, the unit will detect this and end the call. 

6.9. Programming the Advanced Settings 

To program the advanced settings, enter the following sequence in its entirety: 

# PIN # 5 A B C D E F G H * 
 

 Setting Formula Min Max Default 

A Dial Time A x 5 seconds 1 9 5 
B Talk Time B x 2 minutes 1 9 2 
C Silence Time C x 5 seconds 

0 = Disabled 
0 9 4 

D Alarm Button Timer D x 1 second 0 9 3 
E Auto-Answer Ring Count E x 2 rings 1 9 2 
F Auto-Answer Disabled = 0 

Enabled = 1 
0 1 1 

G Ringer Control Silent = 0 
Audible = 1 

0 1 1 

H PABX Continuous Tone 
Detector 

Disabled = 0 
Enabled = 1 

0 1 1 

Table 3 - Advanced System Settings  
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To hear an audible playback of the advanced system settings, enter the following sequence: 

* 5 

7. Audio Device Settings 

7.1. Speaker Type (A) 

Internal or external speaker type connected to the unit. 

7.2. Microphone Type (B) 

Internal or external microphone type connected to the unit. 

7.3. Programming the Audio Device Settings 

To program the audio device settings, enter the following sequence in its entirety:  

# PIN # 6 A B C * 
 

 Setting Formula Min Max Default  

A Speaker Type Auto Detect = 0 
Internal Speaker= 1 
External Speaker = 2 
Both Channels = 3 

0 3 0 

B Microphone Type Auto Detect = 0 
Internal Microphone= 1 
External Microphone = 2 

0  2 0 

C RESERVED  N/A N/A 1 
Table 4 - Audio Device Settings 

To hear an audible playback of the audio device settings, enter the following sequence: 

* 6 

8. Speaker & Microphone Levels Setting 
Speaker and microphone levels can be adjusted. For optimal microphone transmission performance 

ensure the microphone is away from any noise i.e.: ceiling fans and that the microphone opening is 

flush mounted to the COP microphone cutout with minimal obstructions. 

 

 Setting Formula Min Max Default  

A Speaker Volume 0 (min) – 9 (max) 0 9 4 
B Microphone Level 0 (min) – 3 (max) 0  3 3 

Table 5 – Speaker & Microphone Settings 

8.1. Programming the Speaker & Microphone Settings 

To program the speaker and microphone settings, enter the following sequence in its entirety: 

# PIN 2 # 6 A B * 
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To hear an audible playback of the speaker & microphone settings, enter the following sequence: 

# 2 6 * 

9. Line Level Control & Relay Settings 

9.1. Voice Identification Message (A) 

The built-in digital voice message can be disabled or set to play automatically when a call is 

answered or by a remote DTMF sequence of '*9'.  

9.2. Line Receive Level (B) 

The line receive level adjusts the level of the incoming telephone line signal. This can be altered at 

commissioning to achieve an optimum signal level into the unit.  

9.3. Line Transmit Level (C) 

The line transmit level adjusts the transmission signal to the phone line. 

9.4. Relay 1 and Relay 2 Options (D and E) 

There are three relay operational modes that can be programmed, as per table below.   

9.5. Relay ON Time (F) 

The relay 'ON' time is configurable, this sets the duration of which the relay will remain energised. 

9.6. Programming the Line Level & Relay Settings 

 

To program the line level control & relay settings, enter the following sequence in its entirety: 

# PIN # 7 A B C D E F * 
 

 Setting Formula Min Max Default 

A Voice 
Identification 
Message 

Disabled = 0 
Play when call answered = 1 
(or if (*9) is entered) 
Play only when (*9) is entered = 2 

0 2 1 

B Line Receive 
Level 

- 0 9 4 

C Line Transmit 
Level 

- 0 9 5 

D Relay 1 
Options 

ON when unit is on call = 0 
ON when call is answered = 1 
ON when DTMF code (#81) is sent = 2  

0 2 1 

E Relay 2 
Options 

ON when unit is on call = 0 
ON when call is answered = 1 
ON when DTMF code (#82) is sent = 2   

0 2 0 

F Relay ON 
Time 

D x 2 seconds 1 9  2 

Table 6 - Audio Level and Relay Settings 
 



Auto Dialling Emergency Telephone  Advanced Programming Guide EM-1 

 

Copyright © 2022- 2024 Pixel Technologies Pty. Ltd  14 

  
 

To hear an audible playback of the line level control & relay settings, enter the following sequence: 

* 7 

10. Telephone Line Settings 

10.1. DTMF Transmit Level (A) 

The DTMF transmit level can be adjusted. It is recommended that this feature is not altered from the 

factory default setting unless the unit is having difficulty dialling.  

NOTE: This feature has been included for international telecommunication standards. 

10.2. Busy Tone Cadence (B) 

Some PABX systems output a busy tone cadence that will not be detected by the default setting. This 

setting can be changed if the unit is connected to a PABX that has a busy tone consisting of short 

pulses or tone bursts. 

10.3. Programming the DTMF & Busy Tone Settings 

 

To program the telephone line settings, enter the following sequence in its entirety: 

# PIN # 8 A B * 
 

 Setting Formula Min Max Default 

A DTMF Transmit Level A x 1dB 0 9 3 
B Busy Tone Cadence 210ms - 750ms = 0 (long beeps) 

60ms - 750ms = 1 (short beeps) 
0 1 0 

Table 7 - DTMF & Busy Tone Settings 

To hear an audible playback of the audio level control & relay settings, enter the following sequence: 

* 8 
 

11. System Self-Health Monitoring 
The unit performs auto self-health monitoring, checking for the presence of one or more of the 

following fault conditions: 

• Loss of telephone line connection. 

• Loss of input power supply. 

• Low battery voltage – if power supply disconnected and operating on battery backup. 

11.1. Audible Error Message Playback  

If a fault condition is detected an audible message will be played by the EM-1, to alert the user. 
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11.1.1. Power Supply Check 

The unit will continuously check the power supply input voltage. If the power drops out, then the 

unit will remain powered from the internal backup battery. The following audible message will play 

every 20 minutes to alert of a power failure: 

"A Power supply fault has been detected. Please contact building management immediately" 

11.1.2. Telephone Line Check 

The unit will continuously check the telephone line voltage. If the telephone line voltage drops, then 

the following audible message will play every 20 minutes to alert of a telephone line failure: 

“A telephone line fault has been detected. Please contact building management immediately” 

11.2. Remote Phone Monitoring System (RPMS)  

The EM-1 can report its health state to Pixel’s eLiioT cloud monitoring portal, which provides the 

user with the ability to remotely monitor one or more devices. To take advantage of this 

functionality, the EM-1 must have its RPMS feature enabled and be connected to a Pixel mobile 

gateway configured to report to eLiioT. 

11.2.1. RPMS Enable 

By default, RPMS is disabled. To enable the feature, enter the following sequence: 

# PIN 9 # 7 A * 
 

 Setting Formula Min Max Default 

A RPMS Enable 0 = Disable     1 = Enable 0 1 0 
Table 8 - RPMS Settings 

To hear an audible playback of the RPMS, enable settings, enter the following sequence: 

* # 7 

11.2.2. Reporting Number 

To program the reporting number, enter the following sequence: 

# PIN 9 # 4 REPORTING NUMBER * 
To hear an audible playback of the reporting number, enter the following sequence: 

 

11.2.3. Periodic Reports 

If RPMS is enabled the frequency (days) of which the unit will perform an auto self-test/report is set 

by the sequence below: 

# PIN 2 # 7 N N * 
 

 Setting Min (Days) Max (Days) Default (Days) 

NN RPMS Enable 01 30 03 
Table 9 - RPMS Settings 

 
 

* # 4 

https://www.pixeltechnologies.com.au/index.php/eliiot-monitoring/
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To hear an audible playback of the periodic report settings, enter the following sequence: 

# 0 7 * 
 

11.3. P100 Protocol Mode 

The P100 protocol is a non-proprietary protocol used for fast exchange of small amounts of data. 

11.3.1. P100 Protocol Enable 

By default, P100 protocol is disabled.  

To enable the feature, enter the following sequence: 

# PIN 9 # 8 A * 
 

 Setting Formula Min Max Default 

A P100 Protocol Enable 0 = Disable  
1 = Enable 

0 1 0 

Table 10 - P100 Protocol Enable 

To hear an audible playback of the P100 protocol enable setting, enter the following sequence: 

 

 

The P100 ‘Reporting Number’ is programmed as detailed in the Reporting Number setting. 

11.3.2. P100 ID 

To program the P100 ID (8 digits maximum), enter the following sequence: 

# PIN 9 # 3 P100 ID * 
 

To hear an audible playback of the P100 ID, enter the following sequence: 

# 9 3 * 
 

12. Scream Detection Settings 
Scream detection is a feature that when enabled will automatically raise an alarm call when and if it 

detects a scream of a person who is in distress.  

12.1. Scream Detection Enable (A) 

By default, the scream detection feature is disabled. To enable the feature select either '1' or '2' for 

this setting. By choosing '2' you are only allowing the feature to function when the unit has an 

external power supply present and will not function when the power has failed and is in battery 

backup mode, this is done to conserve power when operating in battery mode.  

# 9 8 * 
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12.2. Duration (B) 

The duration sets the minimum time required for the unit to detect a scream. 

12.3. Level Threshold (C) 

The level threshold sets the minimum level (dB) required for the unit to detect a scream. 

12.4. Programming the Scream Detection Settings 

To program the scream detection settings, once values are defined, enter the following complete 

sequence: 

To program the scream detection settings, once values are defined, enter the following sequence in 

its entirety:  

# PIN 5 # 0 A B C * 
 

 Setting Formula Min Max Default 

A Scream Detection 
Enable 

Disable = 0          
Enable = 1 
Enable only if power supply 
present = 2 

0 2 0 

B Duration 1 second = 1, increments by 
250ms per step, where 9 = 3 
seconds 

1 9 9 

C Level Threshold 80dB = 1, increments by 2 dB 
per step, where 9 = 96dB. 

1 9 9 

Table 11 - Scream Detection Settings 

To hear an audible playback of the scream detection settings, enter the following sequence: 

# 5 0 * 
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13. Multiple EM-1 units on a Single Telephone Line 
To mitigate and ensure optimal response times, we recommend limiting the number of units shared 

across a single phone line. 

You can connect up-to nine EM-1 units on a single telephone line. Each EM-1 unit must be 

programmed with a unique lift number from 1-9.  

One of the EM-1 units sharing the single telephone line must be set as Master and the remainder 

units set as Slaves. NOTE: The Master must be always connected and operational as this unit will be 

the primary call taker when multiple units are sharing the line. 

To program each unit with its lift number and master/slave setting, enter the following sequence: 

# PIN 3 # A B * 
Table 12 – Lift Numbers 

To hear an audible playback of the lift number settings, enter the following sequence: 

# 3 3 * 
 

13.1. Dialling into multiple EM-1 units (Operation) 

1. Dial the telephone number connected to the unit(s). 

a. The unit programmed as the Master will Auto-answer the call. 

2. Enter the desired lift number (1-9) you wish to connect to. 

NOTE: You will have a 15 second window to enter your lift number, if no digit is entered and time 

elapses it will end the call. 

3. You are now connected to the respective EM-1 unit. 

NOTE: To connect to another unit, you must end the call and repeat the dial in process. 

  

 Setting Min Max Disabled  

A Lift Number 1 9 0 
B Slave / Master 0 (Slave) 1 (Master) 0 
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14. Reset to Factory Default 
To reset programmable settings to factory default, enter the sequence below: 

# PIN 0 # 9 9 9 * 
NOTE: This feature does not revert the voice identification recording, scream detection and RPMS 

programmed values to the factory default settings. 

 

15. System Setup via SD Card 
The EM-1 can also be configured via SD card, rather than entering each command locally on the 

membrane keypad, or remotely via DTMF. This feature also permits users to deploy the same 

configuration across several installations or keep a record of their desired settings. 

NOTE: Available in firmware version 1.1.2325.10 or greater. You can verify the firmware version of 

your unit by entering #01* 

15.1. Creating an EM-1 Config File for SD Card 

 
1. Create a confem1.txt file on your PC. 
2. Enter any programming command you wish to program into your EM-1, formatted as 

follows. 
 
NOTE: All commands must commence with a colon (‘:’), followed by the programmed 
setting, then an asterisk (‘*’). All other text will be ignored, so the user can use this space for 
comments documenting what each line does. 

 

Example confem1.txt  
 

Mandatory log-in step - defines the PIN code (PPP) for all commands below.  

:PPP=123   

 

Set all HELP numbers to 12722123. 

:#PPP9#012722123*  

 

Disable continuous tone detection. 

:#PPP#552432110*   

 

3. Insert your SD Card into your PC. 

4. Ensure your SD Card is formatted to FAT16 or FAT32. 

5. Create a CONFIG folder on the SD Card root directory. 

6. Save your confem1.txt file in the CONFIG folder on the SD Card like follows: 

a. CONFIG\confem1.txt 
7. Safely remove the SD Card from your PC. 

15.2. Updating the EM-1 Settings using SD card 

1. Power up your EM-1. 

2. Insert the SD card into the SD card socket. 

3. The Speak and Calling LED will blink once indicating settings are being programmed. 

4. Once completed the unit will say “Sequence Accepted, Passed”. 

5. Remove SD Card from the unit. 
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16. Operation 

16.1. Membrane Keypad Buttons 

   KEY Name Description 

 

 

ON/OFF Switch between standby mode and unit ON (off-hook) 
 

 
 

Alarm Simulate an Alarm Call 

 

 

Manual Report Initiate a report to eLiioT Cloud Monitoring - if RPMS enabled 
(Refer to RPMS Enable settings). 

 

 

# / Start Commence programming sequence when in standby mode.  

 

 

* / END End programming sequence when the unit is in standby mode.  

Table 13 - Membrane Keypad Buttons 

16.2. Raising an Alarm Call 

To raise an alarm call, press the 'Alarm' button on the unit’s onboard keypad or activate the alarm 

button contacts connected to the units Alarm Button 1 input. The unit will dial the pre-programmed 

help number, or if configured for a HOTLINE will loop the telephone line. 

16.3. Commands 

The following commands can be used via the onboard keypad or remotely when you have 

established a call with the unit using a touch tone telephone or mobile handset. Commands are sent 

via DTMF digits to activate certain features of the telephone as detailed below. 

16.4. Additional Local & Remote Commands 

   Keypress Description 

 0 
Reset Talk Time / Stop Playback of Digital Voice Message  

 ** Manually hang up a call 

 #81 Activate Relay 1 - (Refer to Line Level Control & Relay Settings) 

 #82 Activate Relay 2 - (Refer to Line Level Control & Relay Settings) 

 3, 6, 8 Increase (3), Decrease (6), Reset (8) the microphone level during a conversation 

 #00* Initiate a Manual report (RPMS/P100) after the call ends. 

 #66* 
To reset the unit or turn off the internal battery supply when the external power 
has been removed 

Table 14 - Local & Remote Commands 
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17. LED Diagnostic Indicators 
The on-board LEDs will illuminate as detailed below: 

  LED LED COLOUR 'ON' STATE 

 
AMBER When an alarm button call has been acknowledged and unit starts to 

dial out. 

 
GREEN When an alarm call has been answered and is ready for 

communication.   
Table 15 - LED Diagnostic Indicators  

17.1. LED Diagnostic Indicator direction 

There are two sets of LEDs on the EM-1, forward facing and rear facing.  

By default, the rear facing LEDs illuminate when initiating a call via the external Alarm button.  

The front facing LEDs illuminate when a call is initiated via the on-board membrane keypad. 
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Unit Testing Procedure 

Test the Programmed Help Number 
1. Press the ALARM button on the unit’s onboard keypad.  

2. The telephone line will turn ON and the CALLING LED will illuminate. 

3. The unit will dial the first help number. 

4. If the call is not answered, the unit will dial the second then third help numbers until the call 

is answered. 

5. Once the call has been established the SPEAK LED will illuminate and you can begin 

communication. 

6. To end the call, press the ON/OFF button. 

 

Dialling out using the On-board Keypad 
To dial any telephone number directly from the unit's keypad, follow the steps below: 

1. Press the ON/OFF button on the membrane keypad.  

2. The telephone line will turn ON and the CALLING LED will illuminate. 

3. Using the numeric keys on the membrane keypad, dial the telephone number you wish to 

call. 

4. Once the call has been established the SPEAK LED will illuminate and you can begin 

communication. 

5. To end the call, press the ON/OFF button. 

 

Speaker and Microphone Test 
To test the speaker and microphone, ensuring they are functioning correctly follow the steps below: 

1. Enter the following sequence from the unit’s keypad: 

# 3 2 * 
 

2. The unit will play a series of beeps from the speaker. You will need to wait until the unit has 

stopped playing these beeps for the result to be heard. It will either playback an "Acoustic 

Test Passed" or Acoustic Test Failed" message. 

 

PLEASE NOTE: For this test to pass you must ensure there is no background noise, and the 

speaker and microphone are within 10cm of each other. 
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Troubleshooting  
 

PROBLEM SOLUTION 
Power supply fault Measure the Supply Voltage to the unit 

1. Connect a DC meter across the power input terminals and ensure 
the supply is within specification (12 – 24V DC) 

Telephone line fault 
 

Measure the telephone line voltage (Standby) 
1. Connect a DC meter across the phone line terminals 
2. PABX line voltage should typically read 24V-48VDC 
3. PSTN/Wireless Gateway line voltage should typically read 48V DC 

Measure the telephone line voltage (Off-hook) 
1. Turn the unit on by pressing the ON/OFF button 
2. Connect a DC meter across the line terminals 
3. Line voltage will be approximately 7V - 12V DC 

No dial tone  • Check the telephone line voltage 

• Service may have been disconnected from the service provider.  

• To isolate the issue, connect a standard telephone handset across 
the line to test for dial tone. 

• If the unit automatically dials when the line is ON, the connected 
phone line is setup as a HOTLINE by the Service Provider/PABX. 

Alarm button does not work • Ensure the Alarm button is wired into the correct input. 

• Alarm button needs to be a dry contact, meaning when removed 
from the EM-1 there should be no voltage across the contacts. 

Line receive signal too low • Some systems can provide a lower receive path audio signal (dB). 
The EM-1 can compensate by providing internal gain control. You 
can increase the Line Receive level (Rx Path) in the Line Level Control 
& Relay Settings. 

Noise on the telephone line • Noise is usually induced from the trailing cables onto the telephone 
pairs, if a shield is available connect it to earth at one end of the line 
to re-direct any noise away to ground. 

• Microphone leads may be too close to high voltage cabling. 

• If an external speaker/microphone is installed, try disconnecting it 
from the unit and make a call. If the noise disappears, try installing 
the microphone cable away from other cables in the install. 

• Swap the telephone line to another pair of wires. 

• Do not install the microphone within a lifts ceiling space subject to 
acoustic noise E.g. Ceiling fan. 

Acoustic feedback • Acoustic feedback will occur if the speaker and microphone are 
installed less than 80mm apart.  

• When installing the unit using the built-in internal speaker and 
microphone, ensure the unit is mounted flush on the panel and 
panel cutouts are in line with the speaker grill and microphone 
cutouts of the EM-1.  

Table 16 - Troubleshooting 


