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The EM-181Mu master controller serves as the core component of 
your emergency elevator communica�on system, engineered to 
comply with the most recent EN-81-28 standard. It boasts a wide 
array of customizable features and is compa�ble with Pixel's 
cu�ng-edge eLiioT Cloud Solu�on and the P100 Protocol. With its 
capability to establish reliable voice communica�on pathways 
among interconnected intercom sta�ons, the EM-181Mu offers an 
ideal solu�on for emergency installa�ons in single li�s.

Features:
• EN-81-28 compliant
• BBuilt in Ba�ery ackup
• RGB LED System Status Indica�on
• Local Intercom Paging
• Programmable I/O
• Remote (DTMF) & Local (SD Card) Programmable
• Sta�on CRobust 4-wire Bus onnec�vity
• Eight P E H Nrogrammable mergency elp umbers
• FXO Analogue Phone Line interface
• Advanced System and Telephone Programming Op�ons
• 16 Second Voice Storage for Loca�on Iden�fica�on Message
• eLiioT Cloud Monitoring & P100 Protocol Support
• emPOWER Sta�on Bus Interface Support

Description



Mount the EM-181Mu using the DIN Rail moun�ng clip

Dial into the line number connected to the unit from your mobile or
telephone handset.

Referencing the Installa�on Diagram (back page), connect the: 
• Telephone line to Phone Line input 
• Power supply to the DC IN input

! Default System PIN: 123

Once powered the status LED will blink BLUE indica�ng both power
 and telephone line is connected.

Record a voice Loca�on ID message by entering;

To hear playback voice message, enter 9*

# # 9PIN Wait for 2 beeps to commence

1

Program your emergency help number by entering;

To verify your entry, enter

# 9 *HELP NUMBER#PIN 0

*

Installation & Setup

The unit provides connec�vity to the intercom sta�ons, refer to the 
EM-181/S & SK Installa�on Diagrams to prepare the wiring and finalize
the system installa�on.

Once all sta�ons are connected back to the EM-181Mu, incoming & 
outgoing test calls can be made to ensure all devices are setup and 
opera�onal.

Once you complete your recording, press         to end. 0
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! Check sta�on wiring before connec�ng to EM-181Mu

0

        Programming a voice message via an EM-181/SK is available via
        our latest firmware release. Please scan the QR code on the back 
        page for further details in the Advanced programming Guide.

!



Specifications

Opera�ng Voltage 18 - 24V DC

Opera�ng Current EM-181Mu: 150mA    EM-181/S (SK): 18mA

Inputs Dry Contact, Ac�ve Low (ON)

Output Open Collector, 24, 50mA (max) 

Sta�on Bus 4-wire, 400m (max)

Status Indica�on Status (RGB LED)

Voice ID Message 16 seconds (max)

Ba�ery Type 12V SLA 0.8Ah

Ba�ery Run�me 4 Hours (Standby)

(4 Sta�on Install) 2 Hours (Talk Time)

FXO Interface 24 - 50V DC, 3kV Isolated, Analogue Line 

Opera�ng Temperature 0 - 50°C

Opera�ng Humidity 90% max rela�ve humidity, noncondensing

Moun�ng DIN Rail

Dimensions (mm) 81.5(W) x 118.5(H) x 54(D) (with DIN Rail)
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Data & V+ Signal & 0V + (Shield)

Recommended Cabling: 
20AWG/0.5mm² STP
Belden 9402 or equivalent

Keep away from 
high voltage wiring 
& DC & VF drives

!

For improved noise immunity

I-1
I-2
O-1 
O-2    

Alarm Filter (Master)
*Li� Breakdown Report
Output 1 
Output 2

I/O Interface Port

!
Outputs: Open-Collector 
Max Sink Current: 50mA (max)

Both outputs 1 & 2 are configurable
*Li� Breakdown Report via RPMS (Monitoring Service)

Please reference Advanced Programming Guide
for further details.

Interface to li� intercom sta�ons & emPOWER

SD Card 
▪ Call Voice Recording
▪ Easy System Setup
▪ Firmware Updates

PN: CT-18V/2A

Incoming Call

Outgoing Call

Ba�ery Mode

No Ba�ery 

No Phone Line 

Fault 
(Red)

Ba�ery 
(Yellow)

In-Use 
(Green)

Idle
Status 
(Blue)

1 Second

To replace simply remove the two case screws. Push back the 
two PCB board retainer tabs to remove circuit board allowing
access to internal ba�ery.

Standby: 4 Hours
Talk Time: 2 Hours

Pixel replacement PN: SR-12V-0.8AH

Ba�ery Replacement

Ba�ery replacement required 3 years from install date.

FXO Interface (Phone Line)

PABX System, PSTN, NBN or Wireless Cellular Gateway

To access the EM-181Mu 
Advanced Programming 

Guide on your tablet 
or smart phone

!
In order to page another sta�on you must return back 
to the EM-181Mu master controller by entering; 

You will now be ready to connect to another sta�on. 

# #

When dialling into the system, and there are previous alarms 
logs, your call will be automa�cally connected to the last sta�on 
which raised an alarm.

Dialling into the System

c

Please reference Advanced Programming Guide 
for further details.

All outgoing alarm calls are registered by the system.

The Alarm LED at the sta�ons will remain ON to indicate an alarm 
had been made. 

To RESET the Alarm Logs and LED indicators at all sta�on, ensure you are
connected to the EM-181Mu master controller by entering # #, then enter
the following sequence;

# 1 2 3 4 *

Alarm Logs

EN81-28:2018 compliant

The system will respond with “sequence accepted”.

Enter the Sta�on ID number from your remote handset

MR
TOP
CAR
PIT   

0
1
2
3

SPARE
AUX-A
AUX-B

4
5
6

Page ALL     9

To Page a Sta�on

When connected, the system will playback the sta�on name.

SCAN ME

!
Please connect a power 
diode (1N4004) in series
with V+ when powering 
from a li� controllers PSU.
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