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Installation & Operational Overview

D.H

Opera�ng Voltage
Opera�ng Current
Configura�on
Ethernet
Status Indica�on
StaionBus
Voice ID Message
Opera�ng Temperature
Opera�ng Humidity
Dimensions (mm)

3.3V DC Powered via SG3/M Hub
70mA
On-Device HTTP Webserver
10BASE-T via SG3/M Hub
Status (RGB LED), Ethernet Link/Act
4-wire, Up to 400m (max)
16 seconds (max)
0 - 50°C
90% max rela�ve humidity, noncondensing
36(W) x 74.2(H) x 1(D)

Specifica�ons

Car Sta�on Alarm Debounce Time: Sets the CAR Alarm bu�on HOLD �me.
Range: 0-9 seconds   (Default: 0 seconds)

Maximum talk �me dura�on of an incoming or outgoing call.Talk Time: 
Range: 2-18 minutes   (Default: 4 minutes)

 Loca�on ID message plays upon answering a call.Voice Iden�fica�on Message:
(Default: Enabled, Plays when alarm call answered via CD-LX1/T2 FXO Interface)

When enabled the Alarm Log LED at ALL sta�ons will remain ON Sta�on Alarm Log: 
un�l cleared via the first li� in the groups EM-181/SK (MR) Alarm Log Reset feature.
(Default: Disabled)

MR Ring: EM-181/SK sta�ons assigned to MR for each port will ring when an alarm
call from their respec�ve li� car is raised. (Default: Enabled)

Sta�on Networking Names: Each connected intercom sta�on MUST have a unique 
Network Name iden�fier and Remote DTMF ID number. The remote DTMF ID 
numbers are used for Paging any intercom sta�on connected to the network via the 
Console or when Dialling in externally via the CD-LX1/T2 FXO interface.

This ID is announced via a voice message when incoming/outgoing calls Li� Index: 
are made via a CD-LX1/T2 FXO interface module.

Each device on a network MUST have a unique IP address.Ethernet: 

 For selec�ve alarm call rou�ng, enter your Console Network Alarm Des�na�ons:
Name(s) into the Des�na�on list. E.g. FCC CONSOLE, MR CONSOLE.
(Default: *) This will call all Consoles connected to the SG3 network.

 Alarm calls are routed to call point devices in the ‘Call List’ for a setAlarm Call List:
‘Dial Time’ period un�l a call is answered, if unanswered the call will proceed to the 
next device in the list.
(Default Call List: Dial Time: 45 seconds)‘*’ all consoles ring simultaneously, 

Alarm List Cycle Count: Can be set to cycle through the Call List mul�ple �mes 
un�l a call is answered. (Default: 1 cycle)

If the unit has been pre-programmed for a project the 
Li� Group Name & IP address can be found on the card.

10.100.3.1 To access the device Webserver enter the device IP address 
into the URL address bar of your web browser 
Factory Default IP: 10.100.3.1

Configurable Se�ngs via Webserver4-Port Sta�onBus (Li� Group Master Controller)
Connect to Li� Intercom Sta�ons (1 Port per Li�)

LED Indica�on

In-Use

Sta�on/EthernetFault (Red)

In-Use (Green)

IdleStatus (Blue)

1 Second

Yellow LED ON Link
Green LED Blink Act

Ethernet LEDs

i

EM-181/SL & SK DIP Switch Sta�on Mapping

The CD-LX-SG3/4P provides a shared 4 Port Li� Group 
Sta�onBus allowing a pair of EM-181/SK (MR) and 
EM-181/SL (CAR) li� intercom sta�ons to interface to 
each terminal connectors. You can connect a total of 8 
sta�ons, therefore a maximum of 4 Li�s per SG3/4P.
 

Li� Network Names are configured via the SG3/4P
Webserver and addressed locally via DIP Switch.

EM-181/SK (MR) & EM-181/SL (CAR) sta�ons 
connected to a single CD-LX-SG3/4P must have 
a unique sta�on ID as per mapping below:

i

Port 1 MR
Port 1 CAR
Port 2 MR
Port 2 CAR
Port 3 MR
Port 3 CAR
Port 4 MR
Port 4 CAR

CD-LX-SG3/4P 
Sta�on ID 2 31

OFF
OFF

OFF
OFF

ON

ON

ON
OFF

OFF

OFF

OFF
OFF

ON
ON

ON

ON OFF

OFF ON
ON OFF

ON ON ON

DIP Switch AddressNetwork Name 
(Example)

LIFT 1 MR
LIFT 1 CAR
LIFT 2 MR
LIFT 2 CAR
LIFT 3 MR
LIFT 3 CAR
LIFT 4 MR
LIFT 4 CAR

Data & V+ Signal & 0V + (Shield)

Recommended Cabling: 
20AWG/0.5mm² STP
Belden 9402 or equivalent

Keep away from 
high voltage wiring 
& DC & VF drives

!

For improved noise immunityFor improved noise immunity

• EM-181/SKMachine Room Intercom Sta�on: 
Li� Car Intercom Sta�ons• : EM-181/SL or SLX

mPCIe key insert into SG3/M Hub
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To access product 
page on your tablet 

or smart phone
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