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Installation Overview Diagram

D.H

Opera�ng Voltage
System Current (15VDC)
Ethernet (RJ-45 x2)
Configura�on
Ba�ery Type
Opera�ng Temperature
Opera�ng Humidity
Dimensions (mm)

100-240V AC, 50/60Hz
130mA (Idle), 720mA (Charging)
10/100, Full Duplex
On-Device HTTP Webserver
LIR 18650 3.7V 3000mA (3 Cells)
0 - 50°C
90% max rela�ve humidity, noncondensing
208(W) x 232(H) x 45(D)

Specifica�ons

Reset Switch
System Reset (Press once)
Ba�ery Isolate, when mains removed (Press & HOLD for 5 sec)
 

Mains Input Supply Fuse
1A Slow Blow Fuse

Mains Power Input

100 - 240V AC, 50/60 Hz
IEC Power Cable (Included)

Ba�ery Supply Fuse

2A Slow Blow Fuse - Pixel P/N: SR-FUSESMD/2A

4 x Pixel mPCIe Module Slots 
Compa�ble with Pixel mPCIe modules

CD-LX-SG3/4P• 
• CD-LX1/SPE
• CD-LX1/T2

10.100.3.91 To access the device Webserver enter the device IP 
address into the URL address bar of your web browser 
Factory Default IP: 10.100.3.91

Configurable Se�ngs via Webserver

Network Name: Each device connected to the network MUST have a 
unique network name iden�fier. Eg. LOWRISE-SG3M

IP Address: Each device on a network MUST have a unique IP address.

If the unit has been pre-programmed for a project the unique 
Network Name & IP Address can be found labelled on the unit.i

Calling Console Port (Ethernet & Power)

Connect to CD-LX1/CSL Console
RJ-45 Ethernet Port

• Webserver Access
• External FXO Expansion
 

Green LED
Link/Act

On-board System Diagnos�c Indicators

Toggles when Ba�ery Not Connected/Fault

ON when Ba�ery Charge CompleteGreen
FULL

ON when Ba�ery Charge in ProgressRedCHG

FULL|CHG

LED1 Red ON when Ba�ery In-Circuit

PCI-1...4 Red Pixel mPCIe Module Ethernet (Link/Act)

PCI-CPU Red On-board Switch to CPU Ethernet PHY (Link/Act)

MCU-ETH
Red On-board MCU to Ethernet PHY (Link/Act)

G/R

Green Slow Blink: Input Power Present
Red Fast Blink: No Input Power, On Ba�ery-Backup

Front Case                   LED

CAT6 Wiring Colour Code (TIA/EIA 568A)

TX-
TX+
RX-       
RX+
0V
V+

Green
Green/White
Orange
Orange/White
Brown & Brown/White
Blue & Blue/White

240 Volts

CAUTION REMOVE Mains Power & RESET
system when servicing the unit

GPO Required

Ba�ery replacement 
required 3 years 
from install date

System Ba�ery Backup
3 Hours

16 Li� Setup

Remove Mains Power
and Ba�eries before 
servicing the unit.

!

PCI-3 PCI-4PCI-1 PCI-2

+       LIR18650  3.7V  3000mAh      -

+       LIR18650  3.7V  3000mAh      -

+       LIR18650  3.7V  3000mAh      -
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FULL CHG

IP-STN

P
C

I-
1

P
C

I-
2

P
C

I-
3

P
C

I-
4

To access product 
page on your tablet 

or smart phone
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