
FCC / Security Room

Li� Car Intercom Sta�on

PN: EM-181/SL or SLX

Lift Car(s)

Eg. LIFT 1 Li�s 
2-4

Li�s 
5-8

4-Port Li� Group Master Controller
PN: CD-LX-SG3/4P

PN: CD-LX-SG3/M

Power Supply & Networking Hub

Max cable run distance 400m

MR Wall Mount Calling Console

PN: CD-LX1/CSL-WLS

Li�s 
9-12

Lift Machine Room

FCC Calling Console

PN: CD-LX1/CSL

Single Pair Ethernet Interface Module
PN: CD-LX1/SPE

PN: CD-LX-SG3/M

Power Supply & Networking Hub

!

Single Pair Ethernet Interface Module
PN: CD-LX1/SPE

2-Wire FCC/Security to MR LinkIf distances between the FCC and Machine Room
is < 100m, CAT6 Ethernet links can be used in place
of CD-LX1/SPE Ethernet Interface Modules

!

Sta�onBus
(4 core STP)

CAT6
(Inc. Power)

Designed By:

1/11.0.2435.0

PixelBus Recommended Cable: 
20AWG/0.5mm² STP
Belden 9402 or equivalent

Keep away from high voltage
wiring & DC & VF drives!

CABLE
LEGEND

01-09-24

Typical Network Overview
Machine Room Lift Group Version

emFONE SG3 Intercom System
2-Wire 
(STP)

D.H
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Ba�ery replacement 
required 3 years 
from install date

System Ba�ery Backup
5 Hours

12 Li� Setup

To access product 
page on your tablet 

or smart phone
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