
Configure EM-4GEx/xL via Webserver

  Tools & Equipment

Windows Laptop with Ethernet Port or USB Ethernet Adapter

CAT6 Ethernet (LAN) cable

  Change Laptop IP Address

1. From the Start Menu, type 'View Network Connections’

2. Right Click on your laptop's physical Ethernet interface → Select Properties

3. Double-click on Internet Protocol Version 4 (TCP/IPv4)

4. Select 'Use the following IP address’ and use IP Address: 10.100.5.254, Subnet: 255.255.0.0 (No Gateway or DNS required, leave 

blank) → Click OK → Click OK to close properties. 

  Connect to Webserver

1. Power the EM-4GEx/xL Gateway and connect the LAN cable from Laptop → EM-4GEx/xL Ethernet Port.

2. Open your preferred web browser and enter the following address in the address bar: 10.100.5.1

  Configure Custom APN

1. In the Network Tab, Scroll down to Mobile Settings.

2. Enter Custom APN for the specific Sim Slot. 

a. Username, Password & Authentication Method may not be applicable in every case.

3. Click 'Update Mobile Settings' and allow for the Gateway to reboot and register to the network.

4. Navigate to the Home Tab and ensure gateway is connected using the appropriate APN.

5. Make an outgoing phone call to ensure phone line is working. 
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Capture your current settings to revert them after the update procedure.
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